
























4 . Press Dehydrator-The Third part of Tunnel washer system.

*Oil press technology.

*Steady operation. Foundation and topside structure are connected by four pillars.

*The pressure lever is made of solid stainless steel and can withstand huge pressure.

*Specially designed prismatic press head will gradually eliminate residual air in the linen.

*Two built-in drainage outlets in the base are connected with the drain tank of the tunnel 

washer.

*With PLC control.

Model No.

Capacity/batch

Maximum capacity

Maximum pressure

Rated voltage

Motor power

Basket diameter

Pressure lever diameter

Water content

Drainage pipe diameter

Overall Size (L x W x H）

Machine weight

P60/1

60 Kg

2000 kg/h

51 Kg/cm

2380V/50hz

11-15 kw

900 mm

320 mm

48-55%

100 mm

2000 x 2000 x 3200 mm

9500 kg

5. Shuttle Conveyor

*Adoption of portal frame-type.

*Adoption of double-layer tray. Each time can convey two linen cakes.

* Steady conveying and accurate positioning.

* Modular design allows arbitrary combination according to the site requirement.

Conveying weight

Linen cake diameter

Rated voltage

Electricity consumption

Overall Size (L x W x H）

Machine weight

2×75 kg

2×900 mm

380V/50hz

4 Kw/h

2600 x 1800 x4000 mm

1700 kg

6. Through - Type Dryer

* Through - Type Dryer can work independently or work with 

the tunnel washing equipment.

* With LED touch screen computer controller. 

*With strong self-diagnose function, it can dynamically 

display the drying condition.

* With new type steam heater and special extracting 

ventilator, ensures complete interaction between the fabric 

and the hot air.

*Hot air can be recycled in the air channel to improve the 

heating effect.

* With side door to clean the dusty for the machine.

*Adopt through-type design ensures safety and sanitation 

with its isolating function.

* With anti-static device in the inner drum can avoid fire 

disaster caused by static.

*Foot stool height can be made on-site as needed.

Model No.

Rated capacity

Steam pressure

Steam interface

Condensate outlet  

Water evaporation

Steam consumption

Drum diameter

Drum depth

Drum volume

Drum spin

Air output

Blowpipe diameter

Compressed air consumption

Compressed air interface

Control mode

Rated voltage

Main motor power

Ventilator power

Overall Size (L x W x H）

Machine weight

GXH-125Q

125 kg

0.7 mpa

DN50 mm

DN40 mm

210 Kg/h

280 Kg/h

1425 mm

1708 mm

2700 L

36 rpm

00 M³/min

620 mm

80 L/h

DN10 mm

Touch panel

380V/50hz

3.7 kw

11 kw

2960 x 2084 x 2885 mm

2263 kg

-The medium between press dehydrator and through type dryer. 

-The end of Tunnel washer system.
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